HEAT STRESS WBGT METER

1. Installation steps of Heat Stress WBGT Meter Software

1.1 Please select Heat Stress WBGT Meter CD-disk.
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1.3 Install Heat Stress WBGT Meter setup software.
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1.4. Select the patch of the software installation, example:” C:\Program Files\Heat Stress WBGT (Wet
Bulb Globe Temperature) Meter” .

'|'.;|Zl Setup - Heat Strese WEGT (Wet Bulb Globe Temperature) Meter

Select Destination Location ~
where should Heat Stress WEGT (Wet Bulb Globe Temperature) Meter be
install=d?

=) Setup will install Heat Stress WEBGT (Wet Bulb Globe Temperature) Meter into
‘_.—] the Following Folder,

To conkinue, click Mesxt, IF you would like to select & different Folder, click Browse,

ogram FilesiHeat Strass WEGT (et Bulb Globe Temperature) Meter Browse, ..

At least 1,9 ME of free disk space is required.

= Back ][ ek = ][ Cancel




1.5 Select the file name, Example:” Heat Stress WBGT (Wet Bulb Globe Temperature) Meter”.

'|',.:..EL Sefup - Heat Stress WBGT (Wet Bulb Globe Temperature) Meter

Select Start Menu Folder h
Whete should Setup place the program's shorkcuks? =l

Setup will create the program's shortcuts in the Following Start Menu Folder,

To continue, click Mesxt, IF yau would like to select a different Folder, click Browse,

| eat Stress WEBGT (Wet Bulb Globe Temperature) Meter | [ Browse. ..

1.6 Create a desktop icon?

Select Additional Tasks h
wWhich additional tasks should be performed?

Select the additional tasks wou would like Setup to perform while installing Heat Stress
WEGET (Wet Bulb Globe Temperature) Meker, then click Mexk,

Additional icons:

[] £reate a desktop iconi

< Back ” Blext = l [ Cancel




1.7 Cheek install set.

i'nEL Sefup - Heat Stress WBGT (Wet Bulb Globe Temperature) Meter

Ready to Install h I
Sekup is now ready ko begin instaling Heat Stress WEGT (Wek Bulb Globe -zl |
Temperature) Meter on vour computer, LS.

lick. Install to continue with the installation, or click Back if wou wank to review or
change any setkings.

Destination location:
C:\Program FilesiHeat Stress WEBGT (Wet Bulb Globe Temperature) Meter

Start Menu Folder;
Heak Stress WEGT (Wet Bulb Globe Temperature) Meter

= Back ]| Install | [ Cancel

1.8 Finish install and use Heat Stress WBGT Meter desktop software.

i'nEL Sefup - Heat Stress WBGT (Wet Bulb Globe Temperature) Meter E|E|EI

Completing the Heat Stress WBGT
{Wet Bulb Globe Temperature)
Meter Setup Wizard

Setup has finished installing Heat Stress WEBGT (Wet Bulb
Globe Temperature) Meter on wour computer. The application
may be launched by selecting the installed icons.

Click. Finish ko exit Setup,

;;‘:1aeLII:I;Eh Heat Stress WEGT (Wet Bulb Globe Temperature}g




1.9 Install PL-2303 driver.

& PL2303_Prolific_DriverInstaller v1 8 0
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DAPL2303 _Prolific_Driverlnstaller »1 8.0

checkChipVersion_v 1006 exe

EREHEHRKTE For Customer test chip wersion
‘ Prolifi:
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PL2303 Prolific_DriverInstalle
FZ,

ﬁ'%ﬁuﬁﬁﬁ: 2013 2R26H, bF
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PL23032_Drriverlnstallery]l 8.0_Rele...
SR

PL2302CheckChipVersion_ReadM. .
ECFALM

PL2303 Wmﬂows Drriver Tser
Manual w1 8.0.pdf
Bdobe Acrobat 271

1.10 install the driver from the CD-disk of Heat Stress WBGT Meter.

FL-2303 Driver Installer Frogram

InstallShield Wizard B

InstallBhield Wizard SRETHZCEET PL-2302
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2. Heat Stress WBGT Meter software control

2.1 This information shows the PC is not connected to meter.

§ Heat Stress WEGT (Fet Bulb Globe Temperature) Meter 1.0.01 =]

File  ¥iew Tools

PSR ) o 0 F B 3]0 ] 0 @]
7 - : :
Automatic detect port which connect with meb
A A
-@»

aw

\ /

|| Mo oM

2.2 This information shows the PC is connected to meter.

§ Heat Stress WEGT (Fet Bulb Globe Temperature) Meter 1.0.01 =]

File  ¥iew Tools

A= AR N ERN L AR C RN
7 Y

aw

\ /

2013/3/29 09:58:28

81546000 COM3|




3. Download Heat Stress WBGT Meter (from the meter’s memory)

3.1 Select the "Download recorded measurement record from Meter”.

§ Heat Stress WBGT (Wet Bulb Globe Temperature) Meter 1.0.01 M=

Fil:  ¥iew Tools
58 B e FFIRIO0Ie ]| s
7 Dowiload recorded measurenent reco_r;\ from meterh

@
\___/

20130329 10:07:39

N

=,

8154000 COM3

3.2 Save the record after the completion of the download.

The meter's measnrement records

=" =R NRE

e Diate/Tinne WBGTIn WBGTOut T4 TG WET  DEW Hurmid ity

T ST T 5L ST A g ITEE
20121113 090254 -0L -0L 236°C  -OL 17T 13AC 53 %
2012/11/8 09:.09:55 -0L -0L 37T 0L 178°C 138°C 538 %
2012114 09:10:56 -0L -0L 237 0L 182°C 147°C 5r0%
2012112 09:11:57 -0L -0L 37T 0L 187C 1548°C 60.5 %
2012/11/809:12:58 -0L -0L 37T 0L 1917 1637C 633 %
20121143 09:12.50 -0L -0L 237 0L 194°C 170°C 660 %
2012111/ 09:15:00 -0L -0L 37T 0L 197°C 174°C 679 %
201211/ 02:16:01 -CL -0L 237 0L 198%C 17RTC 604 %
2012113091702 -0L -0L 237°C 0L 01T 1817 0%
2012/11/8 091803 -0L -0L 37T 0L 02T 1837 719 %
2012114 09:19:04 -0L -0L 237 0L 04T 186°C 31 %
20121113 09:20:05 -0L -0L 37T 0L 04°C 187°C T30 %
2012/11/8 092106 -0L -0L 237°C 0L W57 189°C T %
2012113 092207 -0L -0L 237°C 0L 057 1897 ENE
211741148 1923118 -1, -7, 237 -0 w7 191 75 3




3.3 Create a new file(*.csv)
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TFEIEAID): | CSV File(*ow)

4. Setting the Data/Time

4.1 Select ”Sets Data/Time into meter”.

i Heat Strese WEGT (Wet Bulb Globe Temperature) Meter 1.0.01

File  ¥iew Tools

A=A ERENE L =Y E) Ry,

7 Sets Date/Time into meter Y

\ /

2013/3/29 10:18:09

81546000 COM3|




4.2 Set new data/time from PC data/time

Set dateftime of meter [5_<|

Diate/Time of meter now :
|2I313.-'3.E9 10:29:19 |

Wew dateitine of meter
G013 329 | EF 102844 4

Svchronize with PC

| ok | [ Comel | [ mly |

5. Transform to the graph demonstration

5.1 Select the “Graph”.

188-130308_1 csv =
=" Wi INE!

L Date."T'Gmph WBGTIn WBGT Out Ta TG WET DEW Humidity
(T S R O A A 1
2 2013438151217 319 3157 [AT NI 178 95T 126 %

3 meE1s1220 12T 28°C  TAT 8T 181 95C 3194
4 201338 15:12:29 257 217T 2817 327°%C 182 98T 314 %

5 2013438 15:12:49 3297 3247 |AT 3347 1847 97°C N2
§  WGEIS1Z50 20T 224°C 3T 29T 182°C 03°C 054
7 201338 151308 327 27T 2857 343°C 185 98°C 314 %

g 2013438 15:13:20 2347 28T BIC MO 185TC 95T 201 %

a 2013438 15:13:20 3357 BT AT A54TC 184°%C 93T 200 %

10 2013915340 27T 130T 88T 53T 185TC 04T 1904
11 2013/38 15:13:.50 2307 2337 00T 33T 185TC 947C 204 %

12 2013438 15:13:.59 407 3337 WO AT 18T 94°C 205 %%

13 0ALIsA41l 3T 15T 24 XIT 18T 05T 1904
14 01338 151421 45T 37T 967 375°C 1897 94°C 28.5 %

15 013438 15:14:21 46T 2387 0BT W8T 1907 96C 285 %

16 201348151420 48T  M0T  00°C BIT 191T 97C 183 %

17 2013308 15:14:52 487 40T 2987 382°C 1917 98T 280 %

18 2013/3815:15.02 46T 37T 03T WL BB 96TC 203 %

19 2013438 15:15:12 3447 3357 AT MBI 18T 96T°C 200 %

0 WGEI51522  M4T  24°C AT MOT IBST 08°C 094
21 01338151531 40T 317T /0T 3TC 18I 97T 8%

22 20134348 15:15:42 3407 2307 AT W4T 182%C 97°C 221 % ;

5.2. Select the “Graph Options “for modifying the color.
Options E|

General |}

11>

£
<D

WEGT In

Color : .

Automatic Seale
Manval-Seals

sgmon| 03] ¢
o | 1003 ¢

OK | | Cancel




6. Starting the Data Logger function(Save the data in PC file)

6.1 Select the " Options”.

File ¥iew Tools
) Ee RE RO e
4

C o

\ /

20133/29 10:49:32

| 5a1/5000| COM3| .:

6.2 Record sample time (Min sample time: 1 sec; Max sample time: 23hours59min59sec)
Options |E|

General | Graph | List |

Automatic Store

Interval : 00:00:18 -

ok | [ Comel Apply




6.2 Create a new file (*.CSV)

EE R T T

RERD: | O FEaR

FeFRARTETF
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£H|

TS

HEOER

-

R LASHE e oy 1231238

TREERIT). | CSV Fle(*owv)

6.3 Start the recording

§ Heat Stresz WE et Bulb

File ¥iew Tools

S e RO G2

s

-@»

\ /

v

2013329 10:52:36 - #1

| 5a1/5000| COM3| .:




6.4 Select the ”Stop to record measured data” to End the recording.

File ¥iew Tools

=N TR = e N
V

|_S‘iup to record measured data,

e

- @

\ /

20134329 10:53:19 - #10

v

| 5a1/5000| COM3| .:

7. Retrieve the record for the selected meter

7.1 Select the "Upload measurement record into meter”.

i Heat Strese WEGT (Wet Bulb Globe Temperature) Meter 1.0.01

File  ¥iew Tools

=R EN <Y = e Ry s
7 N

Upload measwement record into meter.

AN _/
@

\ /

2013/3/29 11:05:27 - #1586

58145000 | COM3|




7.2 Select the uploaded file (*.csv) from PC.

R
BHD: | ) WEGT-test ¥ O F e E
D FEE
it @123.::3‘-.-’
SRR 51880126 0w
B 5] 188-0130.csv
[ 055 188-1220 cav
5] 188-1221 cav
= 5] 188-1222-1 cav
5] 188-1222 cov
i} 188-130308 csv
FeH0a i £5,]188-130308_1 eov
5125123 cav
155123321 cav

R

-

LRSS e o | v [(EBEo_]
BIEAND): | COV Flle(*os) v | BTig

7.3 Upload function completed

i Heat Strese WEGT (Wet Bulb Globe Temperature) Meter 1.0.01

File  ¥iew Tools

A= AR N ERN L AR C RN
7 Y

——

@

\ /

20134329 11.07:20

| L6000] COM3| .




8. Erase Heat Stress WBGT Meter record data stored in meter

8.1 Select the ”Erase measured data that stored in meter”

§ Heat Siress WBGT (Wet Bulb Globe Temperature) Meter 1.0.01 M=
File ¥Wiew Tools

=N NEGTE N Ee e

;"‘ i
Eram meazured data that stored in meteri

\_ /

20133429 11:19:.07

| 145000 COM3|

8.2 Select(YES) to erase all record data stored in meter.

' E It weill eraze all of measarement records stored in meter.

| URE || Ey |




8.3 Erase function completed.

i Heat Stress WEGT (Wet Bulb Globe Temperature) Meter 1.0.01

File  ¥iew Tools

A=A RN RN NN
- Y

\ /

20134329 11:21:18

| Di6000| COMS|

9. Set Alarm range into Heat Stress WBGT Meter

9.1 Select the ”Sets alarm settings into meter”.

i Heat Strese WEGT (Wet Bulb Globe Temperature) Meter 1.0.01

BEES

File  ¥iew Tools
AN e e s

7 y
Sets alarm sethings into meterh

A A
N
«@»

aw

\ /

20134329 13:06:28

| Di6000| COM3| .




9.2 Keyboarding alarm range data

AlarmfOffzet

| Offset |

WEGT

w

Lower Bound ; (150 +| %2
°C

Tpper Bonnd : 320

e
v

[(®E | [ & |

10. Calibration offset function

10.1 Select the ”Sets alarm settings into meter”.

g Heat Stress WBGT (Wet Bulb Globe Temperature) Meter 1.0.01 Et
File  ¥iew Tools

AN e s

e

-
Sets alarm sethings into meterh

\ /

20134329 13:06:28

| Di6000| COM3| .




10.2 Into the calibration window and select the required offset calibration project.

Alarm/Offset ]

Alarm | Offst |

Dior Bulb Temperatore(TA) %

Doy Bulb Temperatoce (TA)
Felative Hunudaty
Black Bulb Temperature{T(H)

[(®= | [ A |




